
PUMP SPECS 
MIN FLOW 100 GPM 

MAX FLOW 780 GPM 

HEAD RANGE Up to 130 ft 

DISCHARGE SIZE 3 inch 

SUCTION SIZE 4 inch 

SOLIDS HANDLING Solids up to 3 inches 

MAX SPEED 1800 RPM 

PERCENT SOLIDS Up to 40-70% Solids 

PARTS STANDARD MATERIALS 

ROTOR 

High Chrome 28%, Ductile Iron, Stainless 
Steel, Duplex Stainless - Various sizes and 
custom metals available. 

VOLUTE CASING 

High Chrome 28%, Ductile Iron, Stainless 
Steel, Duplex Stainless - Custom metals 
available. 

SHAFT Chromoly or Stainless Steel 

MECHANICAL SEAL 

Dual Tungsten or Silicon Carbide Mechani- 
cal Seal with Self Contained Seal Flushing 
System 

BEARING HOUSING Ductile Iron or Stainless Steel 

Self-Priming Pump - 3 Inch 43-HP 

*Typical Deployment Photo. Dredge pumps can be deployed vertically or horizontally. Photos for
general guidance. Contact us for further details. 

• 43-HP (93kW) Kubota Diesel Engine - Model V2403-MDI
• Liquid Cooled, 12 Volt Power In-Line 4 Cycle Turbo Charge Diesel
• Electronic Fuel System
• Manual Control Panel
• 2 Year 2000-Hour Warranty

ENGINE SPECS 
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©  EDDY Pump Corp. El Cajon, CA 92021 USA EddyPump.com Phone: (619) 258-7020 info@EddyPump.com 

STANDARD CONFIGURATION 

3-Inch DSP/HD 3000 43-HP Self Priming Pump
MODEL # 

• 3-Inch EDDY Pump
• 43-HP Kubota Diesel Engine
• 6k Single Axle Trailer w/ 16” 10ply Trailer Tires
• 96 Gallon Fuel Cell
• 3 Position 2-5/16 HD Hitch
• Over the Road Light Package
• Integrated Lifting Bail w/ Dual 8k Leveling Jacks
• Accessories: Work Light, Flow Gauge & 4 D-Ring Tie 

Downs
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Hose & Pipe - 2” and 3” Floats

HOSE FLOATS AND PIPE FLOATS

Modular floats equals a one-size-fits-all solution for hose floatation.

EZ Connect Floats are modular floats for pipes and hoses and are new to the market. Made from ultra-durable 
HDPE, our hose floats are designed in a way to maximize shipping efficiency as well as provide for a quick 
installation on the job site. Our EZ Connect Floats contain no foam inserts, making them more environmentally 
friendly, with the option to add foam for added buoyancy.

MODEL

2” and 3” Floats



*General pump curve based on water at 1200 RPM. Contact us with your specific material for a custom pump curve. 

EDDY Pump - 3 Inch - Pump Curve 
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DSP HD 3000 V1.0 July-2021 

A pump curve is a graphical representation of a pumps ability to produce flow against a certain head. The science is 
matching a curve that is accurate for your project, leading to the proper pump selection and best efficiency. 
EDDY Pumps are primarily used for high solids, slurry, sludge, and dewatering. 

PUMP CURVE 

(619) 258-7020
info@EddyPump.com 

CONTACT US 
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FEATURES & BENEFITS

•	 Cheaper to ship can ship more hose floats in less space.
•	 No foam inserts for a more environmentally friendly product (foam optional).
•	 Modular hose float design can be reused on different hose sizes.
•	 Replace only a single hose float instead of whole unit, if damaged.
•	 Quick install using stainless steel ratchet straps.

SPECIFICATION

Pipe Diameter 2 in / 50.8 mm

Float Units 1 set

Submergence at 50% 63 lbs / 28.6 kg

Submergence at 100% 125 lbs / 56.7 kg

Hyd Hose, 
Power Cables, 
Umbillicats


